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DESCRIPTION: THIS MOSTLY EVEN AGED STAND CONSISTS
FRIMARILY OF YOUNG TO MEDIUM AGED SECONDARYT SUCCESSION
BPECIFS: EASTERN REDCEDARS (Jwniperivs virginiana), COMPMON
HACKBERRY (Celtis occidentalis), BLACK LOCUST (Robinia
psevdoacacia), VIRGINIA FPINE (Pinus virginiana), BLACK CHERRY
(Prunvs seroting) AND BLACK WALNUT (Juglans nigra). THERE ARE
A FEW LARGE MATURE WHITE OAKS (Cuercus alba) RETTAINING.

LY THE UNDERSTORY AND SHRUB LATERS CONSISTING

FPREDOMINATELY OF REDCEDARS AND VARIOUS SHRUBS AND
VINES. THE STAND DENSITY 1S MODERATE AND THE AVERAGE
HEALTH 15 FAIR CONDITION,

DESCRIPTION: THIS EVEN AGED STAND, CONSISTING PRIMARILY
OF YOUNG EASTERN REDCEDARS (Juniperivs virginiana) AND
YOUNG VIRGINIA PINES (Pinus virginiana), HAS EMERGED FROM A
MORE RFCENT CLEAR CUT LOCATED ADJACENT TO BELIMONT

" RIDGE ROAD. THERE 1S SONME REGENERATION OCCURING WITH
— - THE UNDERSTORY AND SHRUB LAYERS CONSISTING
| PREDOMINATELY OF REDCEDARS AND VIRGINIA FPINES. THE

STAND DENSITY 15 MODERATE AND THE AVERAGE HEALTH 15
FAIR TO GOOD CONDITION.

DESCRIPTION: PRIMARILY CONSISTING OF MATURE WHITE OAKS
(Cuercus alba) REFMAINING AFTER PREVIOUS CLEAR CUTTING OF
AREA. A FEW MATURE COMMON HACKBERRYS (Celtis occidentalis)
ARE ALSCO FRESENT. THERE 15 NO UNDERSTORY OR SHRUB
LATER AS THE AREA UNDERNEATH THE CANOPY LAYER /5

| MAINTAINED AS LAWN. GRAVEL FPARKING HAS BEEN PLACED

ADJACENT TO THIS AREA. MANY OF THE LARGER WHITE CAKS
ARE IN POOR CONDITION. THE STAND DENSITY 1S VERY OPEN
AND NO REGENERATION 15 OCCURING.
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LANQSCAPING FC?E LOT /,T?B N/L/. Bﬁ" PE@V/QEB
IN ACCORDANCE WITH THE ZONING ORDINANCE
AT TIME OF FINAL 5/ TE PLAN /F TH’E PAECEL

GRAPHIC

INTERIOR PARKING LOT LANDSCAPING-
WILL BE PROVIDED IN ACCORDANCE WITH THE
ZONING ORDINANCE AT TIME OF FINAL SITE FLAN.

208 CANOPY COVERAGE WILL BE PROVIDED IN
ACCORDANCE WITH THE ZONING ORDINANCE AT
TIME OF FINAL SITE PLAN.
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SECTION 5-14/3_PARK T _LANDSCAPING AND NING REGUIREMENTS.
(C) PERIPHERAL PARKING LOT LANDSCAPING. EXCEFT WHERE PARKING
AREAS ADJOIN A BUFFER YARD REQUIRED BY THIS ORDINANCE, IF ANY
PARKING LOT CONTAINS TWENTY (20) OR MORE SPACES, PERIPHERAL
PARKING LOT LANDSCAPING SHALL BE REQUIRED AS FOLLOWS:

(1) WHEN THE FROPERTY LINE ABUTS LAND OTHER THAN STREET

RIGHT-OF -WAT.

(A) A LANDSCAFING STRIP TEN (10) FEET IN WIDTH
MEASURED FROM THE EDGE OF PAVEMENT, SHALL BE
LOCATED BETWEEN THE PARKING LOT AND THE ABUTTING
PROPERTY LINES, EXCEPT WHERE DRIVEWAYS OR OTHER
OPENINGS MAY NECESSITATE OTHER TREATIMENT.
WHERE ABUTTING PARCELS SHARE A COMMON ACCESS
DRIVE OR PARKING LOT CIRCULATION TRAVELWAY, NO SUCH
LANDSCAPING STRIP SHALL BE REQUIRED, PROVIDED THAT
EQUIVALENT PLANTING MATERIALS ARE PROVIDED
ELSEWHERE ON THE DEVELOPMENT SITE.
(B) PARKING AND VEHICULAR TRAFFIC CIRCULATION LANES
SHALL BE SCREENED WITH EITHER BERIMING,
LANDSCAPING, OR A COMBINATION OF BOTH TO A
MINIFIUM HEIGHT OF THIRTY (30) INCHES. BERIMING
HEIGHT OF THIRTY INCHES SHALL NOT EXCEED A
MINIMUM SLOPE OF 241,
(C) ALL SERVICE AREAS SHALL BE SCREENED FROM VIEW
THROUGH THE USE OF EVERGREEN PLANT MATERIALS AND
SCREEN WALLS, COMPATIBLE WiTH THE BUILDING
DESIGN. SERVICE AREA SCREEN WALLS, SOLID FENCES
OR FENCES SHALL BE SOFTENED WITH CLIMBING VINES,
SHRUBS, OR OTHER PLANT MATERIALS. FLANTINGS SHALL
BE A MINIMUNM HEIGHT OF SIX (6) FEET AND TOTALLY
SCREEN AT LEAST 758 OF ANY ONE WALL SURFACE
(EXCLUSIVE OF GATES).
(D) ALL UTHITY EQUIFMENT (1LE. METERS, PEDESTALS,
TRANSFORMERS, ETC.) NOT WITHIN THE SCREENED
SERVICE AREA SHALL HAVE A NATURAL EVERGREEN
PLANTING SCREEN PROVIDED, BUT SUCH PLANTINGS
SHALL BE PLANNED AND INSTALLED S0 AS NOT TO HINDER
THE INSTALLATION OR MAINTENANCE OF SUCH UTILITY
EQUIPMENT.
(E) PERIPHERAL PLANTINGS SHALL INCLUDE SIX (6) SHRUBS
PER FORTY (40) LINEAR FEET OF ABUTTING LAND, AND
ONE OF, OR A COMBINATION OF THE FOLLOWING, WHICH
NEED NOT NECESSARILY BE INSTALLED ON CENTER:

(1) ONE UNDERSTORY TREE PER FIFTEEN (15)

LINEAR FEET;

(1) ONE CANOPY TREE PER THIRTY-FIVE (35)

LINEAR FEET.

(2) WHERE THE PROPERTY LINE ABUTS THE STREET RIGHT-OFWAY.
(A) A LANDSCAPING STRIP TEN (10) FEET IN WIDTH,
EXCLUSIVE OF A REQUIRED SIDEWALK OR TRAIL, SHALL BE
LOCATED BETWEEN THE PARKING LOT AND RIGHT~OFWAY
LINE.

(B) PARKING AND VEHICULAR TRAFFIC CIRCULATION LANES
SHALL BE SCREENED WITH EITHER BERIMING,
LANDSCAPING, OR A COMBINATION OF BOTH TO A
MINIMUM HEIGHT OF THIRTY (30, INCHES. BERIMING

SHALL NOT HAVE A SLOPE STEEPER THAN 2,

(C) ALL SERVICE AND LOADING AREAS SHALL BE SCREENED
FROM VIEW THROUGH THE USE OF EVERGREEN PLANT
MATERIALS AND SIX (6) FOOT SOLID FENCES OR SCREEN
WALLS COMPATIBLE WITH THE BUILDING DESIGN,

SERVICE AND LOADING AREA SCREEN WALLS OR FENCES
SHALL BE SOFTENED WITH CLIMBING VINES, SHRUBS, OR
OTHER PLANT MATERIALS, PLANTINGS SHALL BE A
PINIPILNT MATURE HEIGHT OF SIX (6) FEET AT TINME OF
INSTALLATION AND TOTALLY SCREEN AT LEAST SEVENTY
FIVE PERCENT (758) OF ANT ONE WALL SURFACE
(CEXCLUSIVE OF GATES),

(D) ALL UTILITY EQUIPMENT (1.E. METERS, PEDESTALS,
TRANSFORMERS, ETC.) NOT WITHIN THE SCREENED
SERVICE AREA SHMALL HAVE A NATURAL EVERGREEN
PLANTING SCREEN PROVIDED, BUT SUCH PLANTING SHALL
BE PLANNED AND INSTALLED SO AS NOT TO HINDER THE
INSTALLATION OR MAINTENANCE OF SUCH UTILITY
EQUIFPENT.

(E) AT LEAST ONE (1) TREE FOR FACH TWENTY-FIVE (25)
LINEAR FEET OF LAND ABUTTING ANY RIGHT-OF -WAY
SHALL BE PLANTED IN THE LANDSCAPING STRIF:
HOWEVER, THIS REGUIREMENT SHALL NOT BE CONSTRUED
AS REGUIRING THE PLANTING OF TREES ON TWENTY-FIVE
(25) FOOT CENTERS.

(F) WHERE FPERIPHERAL LANDSCAFING REQUIRED BY THIS
SECTION CONFLICTS WITH STREET PLANTING REGULATIONS
OF THE VIRGINIA DEPARTIMENT OF TRANSFPORTATION,

THE MORE RESTRICTIVE STANDARDS SHALL APPLY.
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